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Maximum Torque: 8Nm BRAHRE: 8Nm

Software: Conspit Link 2.0 IR EhER1F: Conspit Link 2.0

Product Dimensions: 134x150x196 mm FERY: 134x150x196 mm

Net Weight: 5.9kg BE: 5.9kg

Motor: Customized skew-pole direct-drive EBHIKE: TE HI #4R B 3K 12 AR B 411

Encoder: 21-bit resolution magnetic encoder 43 Es: 21bit '& 2 HE Rt w53 88

McCuU: 170MHz+168MHz unsymmetric dual-core RIEES: 170MHz+168MHz E 3t #R IR 1% K 12 23

Power Supply: 24V 6.25A BiR: 24V 6.25A

Quick Release: CDR quick release, steering wheel end is optional 1R#x: CDR IRIF R, 75068 imiEE

E-Stop: CES emergency stop, optional BEFX: CES R2F X, itE

Mounting Holes: M6 x 4 (bottomn), M8 x 4 (sides) REFL: JEBB M6 24X FL x 4, A M8 124X FL x 4

Mounting Templates (ARES APEX) REFLMIREE (ARES APEX)
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03 Usage Overview 04 CDR Quick Release (Optional) 03 f{ERAH#ERE 04 CDRRIFZELA (FHIMMWL)
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Connections & Switch Button Diagram

© © 6 steel balls 6 steel ball grooves TNEMER NNERIE

i i For the safety of your operation,

Idle Switch: : PRBRFFX:

Click to switch working mode Dt it momoNSpTT SRR T (RIS NTEHARBEARS, BIEER
Press and hold for 2 sec to wheelbase side quick-release KIRL28D KMo 53ECONSPITIRIF R BEIRH{TIERE,
shut down parts

i ce¥) >@4
C 4 steel balls 4 steel ball grooves TOFAM IR PO EERAE
! . . . A gy
Power in USB out USB to PC Sterring Wheel-side Wheelbase-side HE USB %t B EER
| Emergency Stop  CONSPIT CAN devices | | - 2fEFFX CONSPIT CAN &% USB EEEMR
* Note: * For a more stable driving experience, it is b=3-¥
Please check your electrical environment and ensure that recommended to directly connect the USB to EHINEH A RN, BREEANEEEER
the sockets used are properly grounded to avoid effecting the USB port on the main control board of 1, T2 B0 R IE S
the normal function of the product. your computer rather than using a USB hub. )RS s
* AT BRENSIAL, HEFUSBEREE BN
FREMUSBO, ERAEFA USB ¥ RIS

For the first time of use, press down the locking ring, then make the connection; The status when the connection is completed. BEORERN, ETBEEEN; BT,
For subsequent connections, there's no need to manually pull the ring. When removing, you need to manually pull the locking ring, ZEBRENTEFIRT. ETEY, BFRBUER, RUFE B,
and the QR mechanism will automatically pop out.
-9- -10- -9- -10-
05 CES Emergency Stop (Optional) 06 Software Installation and Set-up 05 CES RfFHX (FRMMWXI) 06 RHRERIZE

* After pressing the emergency stop button, the wheelbase willimmediately enter the Protection Mode. * T REFRNIRESE, BRI ENH N RIFET.

press o trigger * Visit www.conspit.com and download Conspit Link 2.0. A * iEiAAwww.conspit.com, T#Conspit Link 2.0Jz112 7

rotate to release

* BEFF REFRAVIRHSS, B # N Conspit Link 2.0 IR EFHAOEREEHROIE,
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Please scan the QR code for reference.

* The bolts for fixing should be * B FARE ISR A
X M6*(thickness of your - . M6* (fZHREIREE + 4)mm
Mounting Template moufnting plate +{1)mm. REAMTRE ( ”
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